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built-in hot pan
H 3003              built-in hot pan

Isselbaecher
H 3003

Dimensions : 425 x 630 x 280 mm
connection : 1,0 kw - 230/1/50

- capacity       :   1 x GN 1/1-200
- cut-out dim.   : 400 x 605 mm

- edge 15 mm
- double walled
- 1 heated pan
- temperature adjustable up to 95°C
- c/w water drain with 3/4"
ball valve with drain
downwards

execution : stainless steel

H 3006              built-in hot pan
Isselbaecher
H 3006

Dimensions : 770 x 630 x 280 mm
connection : 2,0 kW - 230/1/50

- capacity       :   2 x GN 1/1-200
- cut-out dim.   : 745 x 605 mm

- edge 15 mm
- double walled
- 1 heated pan
- temperature adjustable up to 95°C
- c/w water drain with 3/4"
ball valve with drain
downwards

execution : stainless steel

H 3009              built-in hot pan
Isselbaecher
H 3009

Dimensions : 1110 x 630 x 280 mm
connection : 3,0 KW - 230/1/50

- capacity       :   3 x GN 1/1-200
- cut-out dim.   :1085 x 605 mm

- edge 15 mm
- double walled
- 1 heated pan
- temperature adjustable up to 95°C
- c/w water drain with 3/4"
ball valve with drain
downwards

execution : stainless steel

H 3012              built-in hot pan
Isselbaecher
H 3012

Dimensions : 1450 x 630 x 280 mm
connection : 4,0 kW - 230/1/50

- capacity       :   4 x GN 1/1-200
- cut-out dim.   :1425 x 605 mm

- edge 15 mm
- double walled
- 1 heated pan
- temperature adjustable up to 95°C
- c/w water drain with 3/4"
ball valve with drain
downwards

execution : stainless steel
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built-in hot pan
H 3043              built-in hot pan

Isselbaecher
H 3043

Dimensions : 425 x 630 x 280 mm
connection : 1,0 kw - 230/1/50

- capacity       :   1 x GN 1/1-200
- cut-out dim.   : 400 x 605 mm

- edge 15 mm
- double walled
- 1 heated pan
- temperature adjustable up to 95°C
- water filling with 1/2
ball valve
- c/w water drain with 3/4"
ball valve with drain
downwards

execution : stainless steel

H 3046              built-in hot pan
Isselbaecher
H 3046

Dimensions : 770 x 630 x 280 mm
connection : 2,0 kW - 230/1/50

- capacity       :   2 x GN 1/1-200
- cut-out dim.   : 770 x 605 mm

- edge 15 mm
- double walled
- 1 heated pan
- temperature adjustable up to 95°C
- water filling with 1/2
ball valve
- c/w water drain with 3/4"
ball valve with drain
downwards

execution : stainless steel

H 3049              built-in hot pan
Isselbaecher
H 3049

Dimensions : 1110 x 630 x 280 mm
connection : 3,0 KW - 230/1/50

- capacity       :   3 x GN 1/1-200
- cut-out dim.   :1085 x 605 mm

- edge 15 mm
- double walled
- 1 heated pan
- temperature adjustable up to 95°C
- water filling with 1/2
ball valve
- c/w water drain with 3/4"
ball valve with drain
downwards

execution : stainless steel

H 3052              built-in hot pan
Isselbaecher
H 3052

Dimensions : 1450 x 630 x 280 mm
connection : 4,0 kW - 230/1/50

- capacity       :   4 x GN 1/1-200
- cut-out dim.   :1425 x 605 mm

- edge 15 mm
- double walled
- 1 heated pan
- temperature adjustable up to 95°C
- water filling with 1/2
ball valve
- c/w water drain with 3/4"
ball valve with drain
downwards

execution : stainless steel
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hbm2b21             built-in hot pan
Isselbaecher
HB M2 B2

Dimensions : 702 x 580 x 230 mm
connection : 2 x 1,0 kW - 230/1/50

- capacity       :   2 x GN 1/1
- inner dim.     : 632 x 510 x 210 mm
- cut-out dim.   : 702 x 560 mm

- edge 15 mm
- double walled
- basins individually adjustable
- c/w inlet, out- and
overflow, incl. cut-off cock

execution : stainless steel

hbm3b21             built-in hot pan
Isselbaecher
HB M3 B2

Dimensions : 1027 x 580 x 230 mm
connection : 3 x 1,0 kW - 23071/50

- capacity       :   3 x GN 1/1
- inner dim.     : 957 x 510 x 210 mm
- cut-out dim.   :1027 x 560 mm

- edge 15 mm
- double walled
- basins individually adjustable
- c/w inlet, out- and
overflow, incl. cut-off cock

execution : stainless steel

hbm4b21             built-in hot pan
Isselbaecher
HB M4 B2

Dimensions : 1352 x 580 x 230 mm
connection : 4 x 1,0 kW - 230/1/50

- capacity       : 4 x GN 1/1
- inner dim.     : 1282 x 510 x 210 mm
- cut-out dim.   : 1030 x 560 mm

- edge 15 mm
- double walled
- basins individually adjustable
- c/w inlet, out- and
overflow, incl. cut-off cock

execution : stainless steel


